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Thank you for choosing our child safety seat for your child.

With the popularization of cars, traffic accidents are also increasing, and 

children are most vulnerable to injuries in traffic accidents. There are two 

reasons: one is the structure of the car itself (the car is designed according to 

an adult body type); the other is the thinking ability of children and Caused 

by immature physical development. After research, when a 10 kg child is hit 

by a frontal impact on a car at a speed of 40 kilometers per hour, an impact 

force of 300 kg will be generated instantly. If the parent holds the child, the 

young child may be out of the arms of the adult and thrown out the car in an 

instant, the safety protection of children in the car becomes very urgent, 

which has given birth to the production of child car seats.

"Innovaciones MS" is committed to the design, production and sales of child 

car safety seats. The products have obtained a number of national invention 

patents, tested by TNO, the most authoritative safety testing organization in 

Europe, and passed ECE R129 international safety certification and GB27877 

certification. The products are exported to dozens of countries and regions 

overseas and are well received.

May our "Innovaciones MS" child car seat become the life guardian of European

babies when they ride in the car, and the safety of children is our mission!

At the same time, we hope that you read this product manual carefully before 

using this product. If you encounter problems during use, please contact us in 

time and we will serve you wholeheartedly!
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3-point Belt/

FIX+33-point Belt

3-point Belt/

FIX+33-point Belt
Special 

vehicle

Universal

Type

Product Description

135cm-150cm

Modena

Módena

Módena

Módena

�������������������������	�
 ��



Head rest

Shoulder strap 
guide hook

Flank

Base

Headrest height 
adjusting handle

Backrest

Side wing 
controller x2

FIX connection 
device

FIX Unlocking Device 

FIX Dual Locking Button 

Shoulder strap guide 
hook Unlocking part

FIX release 
handle

Angle adjustment 
handle

Forward facing Only

It is not recommended to install child safety seats in 

front seats with airbags.

Forward facing 
installation:

Optional Installation Places

Can ONLY be installed forwardly Green Colors indicate the 
optional installation 
places 3-point harness 
system required. Better to 
be installed on back seat.

Innovaciones MS suggest customers do not use or buy any kind of second-handed child car seat 
in case of danger.

Second-Handed safety Car Seat



 

 

Pull the ISOFIX Pulling Handle, ISOFIX will 
automatically Stretch to the max.length, push the 
ISOFIX backward will put it inside of the car seat

Grab the headrest adjusting handle and move up and down 
then you can change the height accordingly .

p.s.: the shoulder bell height should be slightly higher than 
the child's shoulder .

Pull out the angle adjusting handle on the front of the seat, 
meanwhile move the back of the seat to different angles. 
Please adjust the seat into proper angle before fastening 
the belt on the child. (there are 4 scales for adjusting.

Pull the SIP Bumper Controller to unlock and pull outward 
or push inward then you can make different sized according 
to Car's internal Situation. It can also be ad� usted on one 
side.



Note. If the head restraint of the car seat pushes the safety seat away from the back of 
the car seat, please adjust the head restraint of the car seat. 
Note. If the safety seat cannot be installed through the ISOFIX interface on the car seat, 
the ISOFIX connector can be stored in the safety seat and installed through a three-
point safety belt.

1.Pull the FIX Pulling Handle ISOFIX will 
stretch to max. 
length. Make sure ISOFITX is on"open" 
status 

3.Pull the ISOFIX Adjusting Handle 
outward and push the car seat to 
make sure the it is touching the 
Backrest of the Vehicle seat.

4. Pull out the car seat belt, pass it through the front 

of the safety seat, insert the insert into the buckle 

of the car seat until you hear a "click" sound, make 

sure the car seat belt is completely locked, and 

then remove the shoulder belt from The position of 

the unlocking part of the shoulder strap guide 

hook is inserted into the shoulder strap guide hook, 

and the abdominal belt passes under the armrest.

2. Press the Angle Adjusting Button, then move the child car seat forward 

or backward to proper seat back angle. Do make sure the child car seat 

was set to right reclining scale before you buckle up and fix the child.; 

3. Seat the child and position the vehicle bell in front of the child and lock 

the belt into the buckle of the vehicle until you hear "click". When you 

make sure the belt is bucked up,place the shoulder belt into Shoulder 

Belt Guide; 

5. Please ensure that the lap strap is worn low down, so that the pelvis is 

firmly engaged. Pull on the strap until it lies flat and is close against your 

child's body The straps should be correctly adjusted and ensure they are 

not twisted

1.Pull the Headrest Adjusting Handle upward to proper height, making 

sure the Shoulder Belt is level with your child's shoulder; 

4. The SIP Bumper of the car seat can be adjusted by pulling the SIP 

Bumper Controller and make it to the fit width which leaves about one 

finger space to both sides when the child is well seated; 

2. Click the ISOFIX connectors to the 

ISOFIX anchorage points in the vehicle 

seat.Make sure that All lSOFIX 

indicators are GREEN



3. Remove the safety seat from the car seat.

1. By pressing the buckle of the vehicle safety belt, the safety belt can be taken 
out from the shoulder belt guide hook.
2. Press the FIX two-way lock button and pull the FIX unlocking piece back to 
unlock it. Before removing the safety seat from the car seat, please slide the 
ISOFIX into the safety seat.

Remove the safety seat

When the FIX unlock button is displayed in 
green, the FIX is in the locked state, and 
when it is displayed in red, it is in the 
unlocked state. When unlocking, press and 
hold the two lock buttons while pulling the 
FIX unlocking piece backwards to 
complete the unlocking.

Step ONE of removing: pull out the snap-fastener of the base cover and then pull down 
the base cover; 

Step TWO of removing: pull out the cover of SIP Bumper from the rim of the seat and tear 
apart the macro tape. One side after the other; Step THREE of removing: get the rope out 
of the hook, pull the cover of the Shoulder Guide out and then pull the whole headrest 
cover out. 



1. Put the headrest cloth cover on the headrest, and the cloth cover 

fortress into the plastic part

2. The cloth cover at the shoulder guide hook is stuffed into the guide 

hook

3. Hang the rope on the cloth cover to the hook below

Installation step 1: install the headrest cover

2. Fasten the snap button on the cloth cover to the base, buckle it in place, 

and stuff the extra cloth cover into the side wing cloth cover

1. Put the base cloth cover on the base and stuff the cloth cover into the 

plastic part

Installation step 2: install the side flap cover

1. Insert one side wing cloth cover into the side wing plastic part, and 

then glue the burr on the cloth cover to the corresponding position on 

the back of the chair

2. Install the other side in the same way, and arrange the cloth cover

Installation step 3: install the base cover
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